Qimeland |

Inspection Month:

Ferdinand Monthly Worksite Inspection Checklist

Cooperatives

Inspected by:

S=Satisfactory U=Unsatisfactory (Note deficiencies to area leadership

) NA=Not Applicable

INSPECTION CATEGORIES

Comments/Explanation

EMERGENCY EQUIPMENT & FIRE EXTINGUISHER CHECKS

Facility fire extinguishers are tagged, charged & mounted in their assigned, labele

d locations

Vehicle fire extinguishers are tagged, charged & mounted in accessible locations

Access to fire extinguishers is unobstructed

Fire extinguishers are inspected monthly (inspection tags are initialed)

Fire sprinkler systems are inspected/tested annually by qualified service contractd

r

Self-contained eyewash reservoir units are inspected & maintained per mfg requir

ements

Sealed personal eyewashes are replaced upon the manufacturer’s expiration date

First Aid Kits in facilities are checked, adequately stocked & have emergency pho

ne lists

First Aid Kits in vehicles are checked, adequately stocked & have emergency pho

ne lists

EMERGENCY EXITS, ALARMS & COMMUNICATIONS

Emergency exits are clearly identified and unobstructed

Emergency lighting is tested monthly

Emergency phone numbers posted by telephones

HOUSEKEEPING REVIEW, SANITATION & SMOKING

All combustible & flammable materials; wastes, rags, etc are stored in fire-safe de

vices

Employee eating areas clean

Are spill kits readily available and contain appropriate response materials

All spills are cleaned up promptly

Scrap materials are stored safely to prevent trips, fire & pest hazards

No evidence of rodents; preventive actions in place

“No Smoking” signs are in place

WALKING SURFACES

Aisles are kept clear of cords, pipes, hoses, etc that could cause trips

Stairs are maintained, non-slip and free of stored materials

Surfaces are free of holes, projections, depressions that could cause trips

STORAGE & HANDLING OF MATERIALS

Compressed gas cylinders are stored upright, secured from falling, with valve cap

s in place

Compressed Oxygen & Acetylene are stored 20’ apart or are separated by a 5’ hi

h fire wall

Materials stored overhead are secured from falling

Forklifts have safe clearances moving loads through aisles, doorways

Hand trucks, pallet jacks and other material handling equipment is properly maintg

ained

Dock plates (bridge plates) are checked for wear and maintained in a safe operati

nhg condition

FORKLIFTS & SKID STEER EQUIPMENT

Daily inspections are done on mobile equipment

Forklift operators wearing operator restraint devices (seat belts)

Skid-steer loader is in good operating condition (brakes, lights, horn, etc. all work

Maintenance records are kept on the forklifts and skid-steer equipment

LADDERS

All ladders are in good condition with tight joints between rungs & rails

Ladders are stored properly when not in use (hanging up and/or secured and out

pf the way)

All ladders used in accordance with manufacture specification and capacities not

exceeded

Fixed ladders properly secure, guarded and extend 3’ above roof or landing
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CHEMICALS

All chemical boxes, bottles, bags, tanks, etc. are properly labeled with hazard warnings

The MSDS are in their designated locations and employees know where they are

Chemical Hazard

Roundup Repackaging procedures are posted and being adhered to

PERSONAL PROTECTIVE EQUIPMENT

Face shields are worn during operations that generate flying particles (grinders, e

Safety goggles are worn when handling chemicals (pouring, transferring, etc.)

Hard hats are available where there is potential for falling or flying objects

Ear plugs and/or muffs are available for employee use in noisy areas

Gloves, aprons, or shields are available when there is a danger of cuts or chemical contact

MACHINERY & GUARDING

Clearances are sufficient around machinery for safe operations, service & materigl handling

All moving machine parts (belts, pulleys, gears, cutters, shafts, etc.) are properly guarded

Bench grinder’s work rest is adjusted to 1/8” of the wheel and the tongue to %"

Inspections for motors, bearings and procedures in place to replace worn/damaged items

Maintenance records are kept on required equipment

HAND TOOLS & EQUIPMENT

All handles on striking equipment (hammers, mauls, axes, etc) are in good condition

Hand tools which develop mushroom heads (punches, chisels, etc) are safe from

chipping off

Worn out and/or bent wrenches are not used

All jacks are checked for leakage, cracks, etc and are in good operating condition

before use

VENTILATION SYSTEMS

Makeup and exhaust systems are working and adequately maintained for the wor

k area

ELECTRICAL

Electrical panels unobstructed (36" clear area) and properly labeled

All powered hand tools are properly grounded (3-wire cord) or marked double insylated

All extension cords have ground pins in place and are free of splices, damaged in

sulation, etc

All live electrical parts on tools, equipment, building wiring & electrical panels are

enclosed

Work areas and exit paths properly illuminated

DISPENSING OPERATIONS & EQUIPMENT

Petroleum pump hoses and fittings not leaking (bulk and station facilities)

Propane dispenser hoses, tank and pump fittings not damaged or leaking

Proper signage is in place and legible

Area containment is provided in the event of an uncontrolled release

All grounding and bonding is used during fuel transfer

Operators wear appropriate levels of PPE for hazards

SAFETY PROGRAM ADMINISTRATION

Confined Space Program procedures are being followed

Training for compliance areas is current and documented

Respiratory Program procedures are being followed

Lockout/Tagout procedures are being followed

Grain Facility procedures are being followed (include inspections and housekeepi

Hearing Conservation program & procedures are being followed
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Manlift Inspection procedures are being followed

Hot Work procedures are followed




